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IDENTIFYING RESULTS RESPONSIVE TO A
FUTURE LOCATION OF A CLIENT DEVICE

CROSS REFERENCE TO RELATED
APPLICATIONS

The present application is a continuation of U.S. applica-
tion Ser. No. 12/791,165, filed Jun. 1, 2010, which is a con-
tinuation of U.S. application Ser. No. 11/618,348, filed Dec.
29, 2006, which is now issued as U.S. Pat. No. 7,743,056,
which claims the benefit of and priority to U.S. provisional
application Nos. 60/747,746, filed May 19, 2006, 60/789,
910, filed Apr. 7, 2006 and 60/787,690, filed Mar. 31, 2006.
Each of the aforementioned patent(s) and application(s) are
hereby incorporated by reference in their entirety.

TECHNICAL FIELD

This document relates to identifying a result responsive to
a current location of a client device.

BACKGROUND

A common use of the Internet involves accessing at lever-
age search engines to retrieve information responsive to user-
designated query terms. For example, a user may access a
search engine and request information related to a particular
service of interest, such as a movie theater.

SUMMARY

In one general aspect a method for identifying a result
responsive to a current location of a client device includes
receiving, from a client device and at a host, a search query
that includes a point of interest and a location corresponding
to a current location of the client device, accessing user-
defined information that relates to a travel distance or travel
time, and determining the travel distance or the travel time
based on the accessed user-defined information. The method
also includes referencing a travel objective. The travel objec-
tive includes instructions for processing the location corre-
sponding to the current location of the client device received
with the search query, the travel distance or the travel time
determined based on the accessed user-defined information,
and the point of interest received with the search query to
identify at least one potential location based on a relationship
between the potential location and the point of interest and
based on a determination that the potential location and the
location of'the client device received with the search query are
located within the travel distance or accessible within the
travel time determined based on the accessed user-defined
information. The method also includes identifying a search
result by applying the travel objective to the location corre-
sponding to the current location of the client device.

The method further includes automatically receiving, from
the client device, a new location of the client device as the
location of the client device changes, comparing the new
location to the location received with the search query to
determine whether the new location of the client device dif-
fers by more than a threshold amount from the location
received with the search query, and determining whether the
new location of the client device differs by more than the
threshold amount from the location received with the search
query. Ifitis determined the new location of the client device
differs by more than the threshold amount from the location
received with the search query, the method includes updating
the search result to include at least one potential location
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2

located within the travel distance or accessible within the
travel time from the new location of the client device.

Implementations of the above general aspect may include
one or more of the following features. For example, the loca-
tion corresponding to the current location of the client device
may include an actual position of the client device. Alterna-
tively or additionally, the location corresponding to the cur-
rent location of the client device may include a location that is
used as a surrogate for the current location of the client
device. The location used as the surrogate may include a
location of a base station or an access point that the client
device uses for communication. The location of the base
station or the access point may indicate a proximate current
location of the client device. The base station may include a
cellular base station and the client device may include a
mobile phone.

Automatically receiving the new location of the client
device may include automatically receiving, from the client
device, the new location as a part of an updated search query
as the location of the client device changes. Alternatively or
additionally, automatically receiving the new location of the
client device may include periodically receiving, from the
client device, location information associated with the client
device irrespective of whether the current location of the
client device has changed. Alternatively or additionally, auto-
matically receiving the new location may include receiving,
from the client device and without an input from a user of the
client device, the new location of the client device if it is
determined that the new location is different from the previ-
ous location of the client device received with the search
query. The new location may be determined via a location-
based system. The location-based system may include a glo-
bal positioning system.

Updating the search result may include referencing the
travel objective that includes instructions for processing the
new location of the client device, the travel distance or the
travel time determined based on the accessed user-defined
information, and the point of interest received with the search
query to identify at least one potential location based on a
relationship between the potential location and the point of
interest and based on a determination that the potential loca-
tion and the new location of the client device are located
within the travel distance or accessible within the travel time
determined based on the accessed user-defined information
and updating the search result by applying the travel objective
to the new location of the client device. The at least one
potential location may be associated with the point of interest
received with the search query, and the at least one potential
location may be located within the travel distance or acces-
sible within the travel time, determined based on the accessed
user-defined information, from the new location of the client
device.

Updating the search result may include replacing the
search result with a new search result including the at least
one potential location that is associated with the point of
interest and that is located within the travel distance or acces-
sible within the travel time from the new location of the client
device. Alternatively or additionally, updating the search
result may include appending the search result with a new
search result including the at least one potential location that
is associated with the point of interest and that is located
within the travel distance or accessible within the travel time
from the new location of the client device. Alternatively or
additionally, updating the search result may include deleting
the search result that falls outside the determined travel dis-
tance or travel time from the new location of the client device.
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The search query may include a user-entered keywords and
detected location corresponding to the current location of the
client device. Alternatively or additionally, the search query
may include a user-entered keywords and a user entered loca-
tion corresponding to the current location of the client device.

The point of interest may include an establishment associ-
ated with one or more locations. Alternatively or additionally,
the point of interest may include a facility name. Alternatively
or additionally, the point of interest may include an object in
which a user of the client device is interested. The object may
be associated with a particular activity.

Accessing the user-defined information may include
accessing the user-defined information that relates to the
travel distance and updating the search result may include
updating the search result to include at least one potential
location located within the travel distance from the new loca-
tion of the client device if it is determined the new location of
the client device differs by more than the threshold amount
from the location received with the search query. Alterna-
tively or additionally, accessing the user-defined information
may include accessing the user-defined information that
relates to the travel time and updating the search result may
include updating the search result to include at least one
potential location accessible within the travel time from the
new location of the client device if it is determined the new
location of the client device differs by more than the threshold
amount from the location received with the search query. The
method also may include receiving an indication of time at
which the search result should be identified.

In another general aspect, a method for identifying a result
responsive to a future location of a client device includes
receiving, from a client device and at a host, a search query
that includes a point of interest and a location corresponding
to a current location of the client device, accessing user-
defined information that relates to a travel distance or travel
time, and determining the travel distance or the travel time
based on the accessed user-defined information. The method
also includes determining speed and direction of the travel of
the client device, and predicting a first future location of the
client device based on the speed, direction of travel, and the
current location of the client device. The method further
includes referencing a travel objective.

The travel objective includes instructions for processing
the first future location of the client, the travel distance or the
travel time determined based on the accessed user-defined
information, and the point of interest received with the search
query to identify at least one potential location based on a
relationship between the potential location and the point of
interest and based on a determination that the potential loca-
tion and the first future location of the client device are
located within the travel distance or accessible within the
travel time determined based on the accessed user-defined
information. The method also includes identifying a search
result by applying the travel objective to the first future loca-
tion of the client device.

The method also includes automatically receiving, from
the client device, a new location of the client device as the
location of the client device changes, comparing the new
location to the location received with the search query to
determine whether the new location of the client device dif-
fers by more than a threshold amount from the location
received with the search query, and determining whether the
new location of the client device differs by more than the
threshold amount from the location received with the search
query. If it is determined that the new location of the client
device differs by more than the threshold amount from the
location received in the search query, the method includes
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determining speed and direction of the travel of the client
device, predicting a second future location of the client device
based on the speed, direction of travel, and the new location of
the client device, and updating the search result to include at
least one potential location located within the travel distance
or accessible within the travel time from the second future
location of the client device.

Implementations of the above general aspect may include
one or more of the following features. For example, the loca-
tion corresponding to the current location of the client device
may include an actual position of the client device. Alterna-
tively or additionally, the location corresponding to the cur-
rent location of the client device may include a location that is
used as a surrogate for the current location of the client
device. The location used as the surrogate may include a
location of a base station or an access point that the client
device uses for communication. The location of the base
station or the access point may indicate a proximate current
location of the client device. The base station may include a
cellular base station and the client device may include a
mobile phone.

Automatically receiving the new location of the client
device may include automatically receiving, from the client
device, the new location as a part of an updated search query
as the location of the client device changes. Alternatively or
additionally, automatically receiving the new location of the
client device may include periodically receiving, from the
client device, location information associated with the client
device irrespective of whether the current location of the
client device has changed. Alternatively or additionally, auto-
matically receiving the new location may include receiving,
from the client device and without an input from a user of the
client device, the new location of the client device if it is
determined that the new location is different from the previ-
ous location of the client device received with the search
query. The new location may be determined via a location-
based system. The location-based system may include a glo-
bal positioning system.

Updating the search result may include referencing the
travel objective that includes instructions for processing the
second future location of the client device, the travel distance
or the travel time determined based on the accessed user-
defined information, and the point of interest received with
the search query to identify at least one potential location
based on a relationship between the potential location and the
point of interest and based on a determination that the poten-
tial location and the second future location of the client device
are located within the travel distance or accessible within the
travel time determined based on the accessed user-defined
information and updating the search result by applying the
travel objective to the new location of the client device. The at
least one potential location may be associated with the point
of interest received with the search query, and the at least one
potential location may be located within the travel distance or
may be accessible within the travel time, determined based on
the accessed user-defined information, from the second future
location of the client device.

In one implementation, updating the search result may
include replacing the search result with a new search result
including the at least one potential location that is associated
with the point of interest and that is located within the travel
distance or is accessible within the travel time from the sec-
ond future location of the client device. Alternatively or addi-
tionally, updating the search result may include appending the
search result with a new search result including the at least
one potential location that is associated with the point of
interest and that is located within the travel distance or is
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accessible within the travel time from the second future loca-
tion of the client device. Alternatively or additionally, updat-
ing the search result may include deleting the search result
that falls outside the determined travel distance or travel time
from the second future location of the client device.

The search query may include a user-entered keywords and
detected location corresponding to the current location of the
client device. Alternatively or additionally, the search query
may include a user-entered keywords and a user entered loca-
tion corresponding to the current location of the client device.

The point of interest may include an establishment associ-
ated with one or more locations. Alternatively or additionally,
the point of interest may include a facility name. Alternatively
or additionally, the point of interest may include an object in
which a user of the client device is interested. The object may
be associated with a particular activity.

Accessing the user-defined information may include
accessing the user-defined information that relates to the
travel distance and updating the search result may include
updating the search result to include at least one potential
location located within the travel distance from the new loca-
tion of the client device. Alternatively or additionally, access-
ing the user-defined information may include accessing the
user-defined information that relates to the travel time and
updating the search result may include updating the search
result to include at least one potential location accessible
within the travel time from the new location of the client
device.

The method also may include receiving an indication of
time at which the search result should be identified.

Implementations of the described techniques may include
hardware, a method or process, or computer software on a
computer-accessible medium.

The details of one or more implementations are set forth in
the accompanying drawings and the description below. Other
features will be apparent from the description and drawings,
and from the claims.

DESCRIPTION OF DRAWINGS

FIG. 1 illustrates an exemplary process used by a hosted
service to identify a result within a user-defined proximity
from a current location of a client device operated by the user.

FIG. 2 illustrates an exemplary user interface that may be
presented to auser of a client device searching for a particular
service or location.

FIG. 3 illustrates a user of a client device operating a
vehicle and searching for a hotel having a room for under $50
per night that is within 1 mile ofa current location of the client
device.

FIG. 4 illustrates another exemplary process used by a
hosted service to identify a result within a user-defined prox-
imity from a current location of a client device operated by the
user.

DETAILED DESCRIPTION

In one implementation, a system is configured to provide a
user with access to a geographically constrained search result.
A user of a client device submits to a host a search query that
includes a current location of the client device and a point of
interest. The point of interest may be associated with an
establishment having one or more locations associated there-
with. In response, the host provides a result that includes a
potential location for the point of interest and is within a
defined proximity from the current location of the client
device. Thereafter, as the client device moves, the current
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location is detected and compared to the location submitted as
part of the previous search query. If more than a threshold
difference exists between the current location of the client
device and the previously submitted location, the search
query is resubmitted with an updated current location. The
host receives the search query and identifies the current loca-
tion has changed, and, in response, the host identifies a new
search result that is within the defined proximity from the
current location of the client device. In this manner, the host
identifies a geographically constraint search result. As such,
the user of the client device may be presented with proximate
results to the current location irrespective of whether the
client device is stationary or is moving.

In one example, the user may be operating a vehicle while
searching for information. For example, the user may be
searching for an apartment or a house. The user may submit a
search query and a travel objective to a host. The search query
may include one or more criteria associated with the apart-
ment or the house. The one or more criteria may include, for
example, a price range and/or a number of bedrooms. The
search query also may include location data associated with a
current location of the client device. The location data sub-
mitted as part of the search query may be updated to reflect the
current location of the client device if the current location
changes.

The travel objective may include a user-defined objective
to which the result should be responsive. The user-defined
objective may include instructions for identifying a result that
is located within a user-defined proximity of the current loca-
tion of the client device. After receiving the search query and
the travel objective, the host may search for and identify a
result that is responsive to the search query and the travel
objective. Thus, the host may identify one or more apartments
or houses that are responsive to the search query and are
within the user-defined proximity of the current location of
the client device. As the search query may be automatically
updated with a changing current location, the result identified
by the host also may be updated. For example, as the user
travels a resultlist may be updated to identify results based on
a current location of the traveling user. The host may deter-
mine that a result location is no longer within the user-defined
proximity, and the host may remove the result associated with
the result location from a result list presented to the user.

An exemplary process 100 of FIG. 1 may be used by a
hosted service to identify a result within a user-defined prox-
imity of a current location of a client device operated by a
user. Below, process 100 is described with a brief reference to
other illustrative figures, each of which is later described
separately.

Process 100 begins with a host receiving, from a client
device, a search query that includes a point of interest and a
location corresponding to a current location of the client
device (110). The host may receive the search query via auser
interface (“UI”), such as, for example, UI 200 shown in FIG.
2.The UI200 may be displayed, for example, on an in-vehicle
navigation system, a mobile device, such as a cellular phone
or a personal digital assistant (“PDA”), or other devices, such
as personal computer.

The search query includes the point of interest. The point of
interest may be entered manually and defined by a user-
entered keywords or terms. Alternatively or additionally, the
point of interest may be defined via selection(s) of one or
more options within a Ul, such as for example, the UI 200.
The point of interest may represent an establishment associ-
ated with one or more locations. Alternatively or additionally,
the point of interest may include a facility name.
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The search query also includes the current location of the
client device. The client location of the client device, similar
to the search query, may be either entered manually and
defined by a user-entered keywords or defined via selection of
one or more options within a Ul, such as for example, the Ul
200. The current location of the client device may include an
actual position of the client device. Alternatively or addition-
ally, the current location of the client device may include a
location used as a surrogate for the current location of the
client device. The location used as the surrogate may include
a location of a base station or an access point that the client
device use to communicate with others. And, the location of
the base station or the access point indicates a proximate
current location of the client device. In one specific example,
the base station includes a cellular base station and the client
device includes a mobile phone.

In response to receiving the search query, the host accesses
user-defined information that relates to a travel proximity and
determines the travel proximity based on the accessed user-
defined information (120). The travel proximity may include
a travel distance or travel time. In one implementation, the
user-defined information may be part of is a travel objective.
The travel objective may be included in the search query and
may be submitted to the host as part of the search query. In
particular and referring to Ul 200, the search query includes
the travel objective portions, allowing the user to define the
travel objective. In a slightly different implementation, the
travel objective may be a default objective stored in a memory
at the host and may not be submitted as part of the search
query unless the user wishes to update the default setting, in
which case the user submits a new travel objective to the host.
In yet another example, the user may submit the search query
and the travel objective separately to the host.

The travel objective includes instructions for identifying a
potential location associated with the point of interest
included in the search query, such that the potential location is
within the travel proximity of the current location ofthe client
device. The host references the travel objective to identify at
least one potential location based on a relationship between
the potential location and point of interest and based on a
determination that the potential location and the location of
the client device received with the search query are within the
travel proximity determined based on the accessed user-de-
fined information (130). To this end, the travel objective
instructs the host to process the location of the client device
received with the search query, the travel proximity (e.g., the
travel distance or travel time) determined based on the
accessed user-defined information, and the point of interest
included in the search query to identify the at least one poten-
tial location associated with the point of interest.

By applying the instructions, the host identifies the at least
one potential location (140). To do so, in one implementation,
the host identifies a boundary around the current location of
the client device and searches within that boundary for a
potential location associated with the point of interest. As
shown in FIG. 3, the boundary may be a circular boundary,
centered at the current location of the client device and having
a radius approximately equal to the travel proximity.

After identifying a result or lake thereof, the host presents
the results to the user and the host waits until it receives a new
location of a client device as the location of the client device
changes (150). In a decision block (160), the host checks to
determine whether the new location has been received. If not
(160, no), the host continues to wait for the new location of the
client device and/or instructions from the client device to halt
the process. Upon receiving the new location of the client
device (160, yes), the host determines whether the new loca-
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tion of the client device differ by more than a threshold
amount from the previous location received with the search
query (170). If the new location of the client device differs
from the previous location received with the search query
more than the threshold amount (170, yes), the host updates
the search result to include at least one potential location for
the point of interest included in the search query, such that the
potential location is located within the travel proximity (e.g.,
the travel distance or travel time) from the new location of the
client device (180).

To update the search result, the host again may reference
the travel objective, which instructs the host to process the
new location of the client device, the travel proximity deter-
mined based on the accessed user-defined information, and
the point of interest included in the search query. By follow-
ing the instructions, the host identifies the at least one poten-
tial location based on a relationship between the potential
location and the point of interest and based on a determination
that the potential location and the new location of the client
device are within the travel proximity determined based on
the accessed user-defined information.

In one implementation, as a part of updating the search
query, the host replaces the previously identified search result
with a new search result that includes the at least one location
associated with the point of interest and located within the
travel proximity from the new location of the client device.
Alternatively, as a part of updating the search query, the host
appends the previously identified search result with the new
search result. Alternatively, as a part of updating the search
result, the host only displays results that are within the travel
proximity from the current location of the client device. As
such, as the previously identified results move outside of the
travel proximity (e.g., the travel distance or travel time) from
the current location of the client device, the host deletes them
from the search folder and/or the search list.

In a slightly modified scenario, process 100 may be modi-
fied, such that the client device performs the action (170)
instead of the host. In particular, in this implementation, the
client device automatically resubmits the search query when
the new location differs by more than a threshold amount
from the previously submitted location. In yet another
example, the host may abstain from the threshold check and
may proceed to perform action (180) regardless of whether
the change in the client device’s location is greater than the
threshold amount. That is the host proceeds with the remain-
ing action in process 100 as long as it is determined that the
new location is different from the previously submitted loca-
tion regardless of the amount of change in the location.

The host continues the actions performed in operational
blocks (150,160,170, and 180) until a desired location for the
point of interest is identified or the client device otherwise
instructs the host to halt the process.

The exemplary UI 200 of FIG. 2 may be used to allow a
user to continuously submit to a host a search query that
includes location data associated with a current location of a
client device. In particular, the user interface 200 includes a
feature, allowing the client device to automatically update the
search query as the current location of the client device
changes. As the current location of the client device changes,
the result identified by the host may be updated to be respon-
sive to the current location. As shown, the user interface 200
includes a current location selection portion 210, a travel
objective selection portion 220, a result selection portion 230,
and a search selection portion 240. The current location selec-
tion portion 210 includes a current location option 212 and an
update indicator 214. The current location option 212 allows
the user to submit the current location of the client device. In
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particular, to submit the current location, the user may select
the current location option 212 and specify one or more
location providing components to be used in providing the
current location. The components may include a satellite
system such as a global positioning system (“GPS”), a global
Internet protocol (“IP”’) address, wireless network correlation
techniques, and/or “other” techniques such as TV tower, cell
tower, and/or radio frequency signal patterns of a client
device. In one example, the current location of the client
device, such as a mobile device, may be determined via a GPS
module. The mobile device may provide the current location
to the host if the user selects the current location option 212
and the satellite option as the location providing component.

Alternatively, the current location may be determined by
registering the client device with a host (e.g., a Session Ini-
tiation Protocol (“SIP”)) server. The client device may pro-
vide information to the host that is used to derive location
information. For example, the host may derive location infor-
mation based on how the client device is accessing the net-
work (e.g., as identified by source IP address or another
packet identifier). Alternatively, the current location of the
client device may be determined using wireless network cor-
relation techniques. For example, the current location may be
determined via a base station or an access point that the client
device is using to communicate with others. The location of
the base station or the access point indicates the proximate
current location of the client device.

The update indicator 214 enables the user to automatically
provide the host with the current location of the client device
as the current location changes. For example, the current
location of the client device may be periodically submitted
with a search query irrespective of whether the current loca-
tion of the client device has changed. Alternatively, the cur-
rent location of the client device may be updated when the
current location actually changes. If the current location of
the client device has changed, the search query may be
updated to reflect the current location. In yet another example,
the current location of the client device may only be submit-
ted if it differs by more than a threshold amount from the
previously submitted location. The threshold may be defined
by the user and/or the host.

The user interface 200 also includes the travel objective
selection portion 220. The travel objective selection portion
220 enables the user to identity a result that is within a travel
proximity of the current location of the client device. In one
example and as shown in FIG. 2, the travel proximity may
include a user-defined distance. Alternatively, the travel prox-
imity may include travel time. The travel objective selection
portion 220 includes a distance portion 222, time portion 223,
aremove portion 224, and “other” objective portion 226. The
distance portion 222 enables the user to specify a distance
proximity to the current location of the client device. For
example, upon selection of the distance portion 222 and
specifying the proximity, the host may identify and present to
the user one or more results that are responsive to the search
query and are within the user-defined distance proximity.
Similarly, the time portion 223 enables the user to specify a
time proximity to the current location of the client device. For
example, upon selection of the time proximity 223 and speci-
fying the proximity, the host identifies and displays to the user
one or more results that are within the user-specified time
proximity to the current location of the client device. Because
the current location may change as the user travels, some of
the results may no longer be responsive to the specified prox-
imity. Thus, the remove portion 224 allows the user to instruct
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the host to remove the results that are no longer within the
user-defined proximity of the current location of the client
device changes.

For example, if the user instructs the host to identify aresult
located within 2 miles of the current location, the host may
identify and present a result located within 2 miles of the
current location of the client device. If the client device
moves, results no longer within the 2 miles proximity may be
removed from a result list presented to the user. Similarly, the
new results that were previously outside of the 2 miles prox-
imity and are now within the 2 miles proximity may be added
to the result list presented to the user.

The “other” objective portion 226 enables the user to
specify alternative or additional objectives for use in identi-
fying the result. In one example, the alternative or the addi-
tional objective may include taking into consideration traffic
conditions when determining a result within a user-specified
time from the current location of the client device.

The user interface 200 also includes the result selection
portion 230. The result selection portion 230 enables the user
to select one or more result categories. As shown, the result
categories include restaurants, hotels, real estates, shopping
centers, movie theaters, food markets, and “other” categories.
The result categories may have associated sub-categories,
such that when the user selects one of the result categories, the
user is enabled to specify one or more criteria for use in
identifying the result. In one example, if the user is searching
for a particular hotel, the user may select the hotel category
from the result selection portion 230. Upon selecting the hotel
category, the user may be presented with another user inter-
face enabling the user to specify one or more criteria associate
with the hotel category. The criteria may include a price under
$50, as described in more detail with respect to FIG. 3. Ifthe
user is searching for a particular service or location that is not
shown, the user may specify the result in an “other” category
field 232.

The user may activate the search selection portion 240 after
specifying parameters in the user interface 200. In response to
receiving the search query, the host identifies a result. The
host may then enable the user to access the result.

FIG. 3 illustrates an exemplary topological configuration
300 with a user traveling on route 295 from Washington D.C.
to Baltimore and searching for a hotel that costs under $50 per
night and that is located within 1 mile from the current loca-
tion of the client device. In one example, the client device
includes a vehicle that includes a navigation system. In
another example, the client device may include a mobile
device such as a cellular phone, which may include a naviga-
tion application.

The user starts the user’s trip at location A and provides the
host with a search query. In one example, using the navigation
system operated in the vehicle, the user accesses an exem-
plary UI, such as the UI 200 to specify and submit the search
query to the host. The search query includes the point of
interest and the current location of the client device. The point
of interest includes a hotel, offering a room for under $50 per
night. The current location (e.g., the location A) corresponds
to the actual position of the client device and may be entered
either manually by the user or automatically by one or more
location-based systems, such as, for example, a GPS system.

In response to receiving the search query, the host accesses
user-defined information that relates to a travel proximity, and
the host determines the travel proximity based on the
accessed user-defined information. In keeping with the pre-
vious example, the travel proximity includes a travel distance
of 1 mile from the current location of the client device. The
user-defined information may be part of a travel objective that
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also may be received at the host with the search query. In
particular and referring to the Ul 200, the search query
includes the travel objective portions, allowing the user to
define the travel objective. The travel objective includes
instructions for identifying how far a potential location for
hotel should be from the current location of the client device.
For example, as shown in FIG. 3, configuration 300 may
specify the result should be within 1 mile of the current
location.

In response to receiving the user selection(s), the host
references the travel objective to identify a hotel location that
is within 1 mile from the current location of the client device
and offers a room for under $50 per night. In particular, the
host applies the travel objective to the current location to
identify a search boundary that includes a circular shape,
which the host would in turn use to search for a hotel offering
a room for under $50 per night. In one example, the circular
boundary is centered at the current location of the client
device and includes a radius of 1 mile.

To illustrates and referring to FIG. 3, when the client device
is at location A, the host generates a circular boundary 301
and searches within the circular boundary 301 for a potential
location associated with the point of interest. The circular
boundary is centered at the current location of the client
device (e.g., location A) and includes a radius of 1 mile. After
conducting the search, the host determines that there are no
hotels, offering a room for under $50 per night, within 1 mile
of the client device’s current location (e.g., location A).

As the user travels from location A to location B, the host
waits to receive a new location of the client device. In one
implementation, the update indicator 214 in the UI 200,
allows the user to automatically provide the host with the new
location of the client device as the location of the client device
changes. For example, the location of the client device may be
periodically submitted to the host irrespective of whether the
location of the client device has actually changed. Alterna-
tively, the location of the client device may be updated when
the location actually changes. For instance, if the current
location of the client device changes, the client device detects
the change and submits the new location of the client device
to the host. In either case, the host receives the new location
(e.g., location B) and determines whether the new location
differ by more than a threshold amount from the previous
location received with the search query (e.g., location A). The
threshold may be defined by the user and/or the host.

Upon determination that the new location (e.g. location B)
differs by more than the threshold amount from the previous
location A, the host generates a circular search boundary 302.
The circular search boundary 302 is centered at the new
location (e.g., location B) and includes a radius of 1 mile. The
host uses the circular search boundary 302 to search for a
hotel, offering a room for under $50 per night. As a result of
the search, the host identifies, within the circular search
boundary 302, a first hotel (e.g., hotel 1) that includes a room
forunder $50 per night, and the host presents the search result
to the user.

As the user travels from location B to location C, the client
device continues to provide the host with the new location of
the client device. The host receives the new location of the
client device and checks to determine whether the new loca-
tion differ by more than the threshold amount from the pre-
viously submitted location B. When the client device is at the
new location C, the host determines that the new location does
differ by more than the threshold amount from the previously
submitted location (e.g., location B). Upon such determina-
tion, the host generates a circular search boundary 303, and
the host searches within the circular search boundary 303 to
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identify a potential location for the hotel. The circular search
boundary 303 is centered at location C and similar to the
circular search boundaries 301 and 302 includes a radius of 1
mile. As a result of searching within the boundary 303, the
host identifies a second hotel, offering a room for under $50
per night, and located within 1 mile of the current location of
the client device.

The host updates the search result to include the second
hotel location. In one implementation, as a part of the updat-
ing the search result, the host only displays results that are
within the user-defined proximity from the current location of
the client device. As such, as the previously identified result
(e.g., the first hotel) move outside of the travel distance (e.g.,
the 1 mile radius) from the current location of the client
device, the host deletes the search result from the search
folder and/or the search list.

Based on a processing delay associated with identifying a
result responsive to the search query and also based on the
user’s travel speed, by the time the identified result is pre-
sented to the user, the user may no longer be within the
proximity of the identified result. To remedy this concern, in
one implementation, the host is configured to identify a future
location of the client device within a certain amount of time
and identifies a result within the proximity of the future loca-
tion. As such, by the time the result is presented to the user, the
user is likely to be at the future location and the result will be
within the proximity of the user. This implementation is
described in more detail below with respect to FIG. 4.

FIG. 4 illustrates an exemplary process 400 used by hosted
service to identify to identity a result within a user-defined
proximity from the future location of the client device. Pro-
cess 400 begins with the host receiving a search query (410).
The search query may be submitted via the Ul 200 of FIG. 2,
for example, and the search query may include the current
location of the client device, a point of interest, and a travel
objective. The travel objective may include instructions for
identifying a potential location associated with the point of
interest, such that the potential location is within a certain
amount of time and/or distance from the current location of
the client device.

The host also identifies the speed and the direction of travel
associated with the client device (420). To this end and in one
implementation, the client device may be equipped with a
navigation system that submits to the host the speed and
direction of travel associated with the client device. For
example, the navigation system may have previously received
from the user of the client device the addresses associated
with the starting location and the ending location and may
have mapped the direction of travel for the user. In another
implementation, the client device continuously submits loca-
tion data to the host and the host uses the location data to
derive and/or anticipate the direction of travel. In one specific
example, the location data may include radio frequency sig-
nals transmitted from a mobile device (e.g., a cellular phone).
In particular, the mobile device transmits radio frequency
signals, which are received at the host. The received radio
frequency signals may include different patterns as they
bounce around different infrastructures before reaching the
host. The host identifies the frequency patterns and matches
and/or associates those patterns with previously stored fre-
quency pattern having a particular location associated there-
with. In this manner, the host derives the current location of
the traveling mobile device. The host may then reference a
map to determine the road associated with the current loca-
tion and thus identifying the direction of travel.

Based on the speed and direction of travel, the host predicts
a future location of the client device at a certain future time
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(430). For instance, the host may predict the future location of
the client device in 5 minutes from the present time. To do so,
the host may first identify a travel distance (“X”’) by multi-
plying the velocity (“V”) of the client device with the time
(“T”) as shown in equation 1 and then may add the travel
distance to the current position of the client device to identify
a future location of the client device as shown in equation 2.

X=v*T (Equation 1)

Xpnre=X,

CoresenitX (Equation 2)

Upon predicting the future location, the host identifies and
displays a result that includes a potential location associated
with the point of interest within a user-defined proximity from
the future location of the client device (440). To do so, the host
may perform the same actions performed in operational block
(130) of process 100. The host then waits to receive an
updated search query (450) and uses the operational block
(460) to determine whether the search query has been
updated. If not, the host continues actions within the opera-
tional blocks (450 and 460) until the host receives an updated
search query or otherwise instructions from the user to halt
the process. If the host does receive an updated search query,
then the host determines whether the current location of the
client device differ by more than a threshold amount from the
previously submitted location (470). If so, the host continues
actions (420, 430, 440, and 450) until a desired result is found
or the host is instructed to halt the process.

In a slightly modified scenario, in addition to identifying
the future location of the client device, the host may also
determine one or more intermediary locations between the
future location and the current location of the client device.
The host may then form a boundary that includes these loca-
tion and search for a potential location associated with the
point of interest within the identified boundary. In one
example, the boundary may include an elliptical shape.

Other implementations are within the scope of the follow-
ing claims. For example, a user interface may be configured to
enable the user to automatically provide and update the cur-
rent location of the client device to the host without requiring
auser to select options in a current location selection portion.
The user also may override an “automatic mode determina-
tion” and provide the current location of the client device
manually or via, for example, selecting the options in the
current location selection portion 110.

In another example, a user interface may be configured to
accept a time and date during which the search should be
performed. In particular, the user interface may include a time
and date field to enable the user to specify a particular time
and date on which the search should be performed. To keep
with a previous example, a business traveler who frequently
travels during weekdays may specify a search for a hotel to be
performed Monday through Friday between 6 to 8 pm. In this
manner, the traveler only needs to specify these parameters
once and thereon, the host automatically searches for a
desired hotel on the specified day and time. In addition, in this
manner the system may be configured to search for different
points of interest depending on a particular time of day.

The host may be configured to add additional results to the
result list if new results that are responsive to the search query
and the travel objective are identified. However, the host may
be configured to preserve previously identified results (in one
instance). More particularly, the host may be configured to
preserve the results that were previously within the user-
defined proximity of the current location of the client device,
but, due to a change in the current location, are no longer
within that proximity.
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In another implementation, the host may be configured to
prioritize the results. For example, the results may be sequen-
tially presented in the result list in order of their proximity to
the current location of the client device. The result that is
closest in time or distance from the current location may be
presented first, and the result that is furthest in time or dis-
tance from the current location may be presented last. If the
results are presented in the map, the results may be prioritized
as the results are presented. For example, the result that is
closest in time or distance from the current location may be
“highlighted” and the result that is furthest in time or distance
from the current location may be “faded.”

In another implementation, as the current location of the
client device changes, the result identified by the host may be
updated. As part of updating the results, the information
regarding the travel time or the travel distance to the result
location also may be updated to be responsive to the current
location of the client device.

In another implementation, the travel objective may be
identified by the host. For example, the host may identify a
result that is within a host-identified proximity (e.g., time or
distance) of the current location of the client device. The host
may use the frequency at which the current location changes
to determine how fast the user is traveling. Based on the speed
of the traveling user, the host may identify a result. For
example, the host may determine the user is walking if the
user is traveling 1 mile per hour; therefore, the host may
identify results that are within walking distance to the user. In
another example, the host may determine the user is driving if
the user is traveling 70 miles per hour; therefore, the host may
identify results that are within driving distance to the user. In
another implementation, the user may be enabled to specify
one or more travel objectives as default objectives so that, in
a subsequent attempt to identify a particular service or loca-
tion, the user may not need to provide the host with the travel
objective.

In another implementation, the user may be searching for a
particular service or location that is moving. The particular
service may be a mobile ice cream truck. To identify if the ice
cream truck is within a user-defined proximity of the current
location of the client device, the host determines the current
location of the ice cream truck. The host may determine the
current location of the ice cream truck via GPS, global IP
address, wireless network correlation techniques, and/or
“other” techniques, such as TV tower, cell tower, and/or radio
frequency signal patterns to derive location.

Other implementations are within the scope of the follow-
ing claims.

What is claimed is:

1. A method comprising:

determining, using a hardware on a mobile device, an origi-

nal current location of the mobile device associated with
auser traveling along a travel route between an originat-
ing point and a destination;

sending a first search query comprising the original current

location;

identifying a first search result, in response to the first

search query, within a travel proximity of the original
current location, wherein the first search result com-
prises a first entry and a second entry;

determining an updated current location of the mobile

device resulting from a speed and a direction of travel of
the mobile device;

based on the updated current location differing from the

original current location by more than a threshold
amount, sending a second search query comprising the
updated current location;
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identifying a second search result, in response to the sec-
ond search query, within a travel proximity of the
updated current location, wherein the second search
result comprises the first entry and a third entry, the first
entry persisting from the first search result; and

enabling presentation of the second search result to the
user.

2. The method of claim 1, wherein the first search result and
the second search result are identified based on a point of
interest to the user.

3. The method of claim 1, wherein the first search result and
the second search result are identified based on a travel objec-
tive of the user.

4. The method of claim 3, wherein the travel objective of
the user is to ensure the first search result and the second
search result are within a predetermined amount of time or
distance from the originating point.

5. The method of claim 1, further comprising identifying a
speed and direction of the mobile device.

6. The method of claim 5, wherein identifying a speed and
direction ofthe mobile device is accomplished either continu-
ously along the travel route, or at predetermined intervals
along the travel route.

7. A non-transitory computer readable medium storing
instructions thereon that, when executed by a hardware on a
mobile device, cause that the hardware on the mobile device
to perform the steps of:

determining an original current location of a mobile device

associated with a user traveling along a travel route
between an originating point and a destination;

sending a first search query comprising the original current

location;

identifying a first search result, in response to the first

search query, within a travel proximity of the original
current location, wherein the first search result com-
prises a first entry and a second entry;

determining an updated current location of the mobile

device resulting from a speed and a direction of travel of
the mobile device;

based on the updated current location differing from the

original current location by more than a threshold
amount, sending a second search query comprising the
updated current location;
identifying a second search result, in response to the sec-
ond search query, within a travel proximity of the
updated current location, wherein the second search
result comprises the first entry and a third entry, the first
entry persisting from the first search result; and

enabling presentation of the second search result to the
user.

8. The non-transitory computer readable medium of claim
7, wherein the first search result and the second search result
are identified based on a point of interest to the user.

9. The non-transitory computer readable medium of claim
7, wherein the first search result and the second search result
are identified based on a travel objective of the user.

10. The non-transitory computer readable medium of claim
9, wherein the travel objective of the user is to ensure the first
search result and the second search result are within a prede-
termined amount of time or distance from the originating
point.
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11. The non-transitory computer readable medium of claim
7, further comprising identifying a speed and direction of the
mobile device.
12. The non-transitory computer readable medium of claim
11, wherein identifying a speed and direction of the mobile
device is accomplished either continuously along the travel
route, or at predetermined intervals along the travel route.
13. A mobile device comprising:
a display;
a hardware on the mobile device; and
at least one non-transitory computer readable medium stor-
ing instructions thereon that, when executed by the hard-
ware on the mobile device, cause the mobile device to:

determine, using the hardware on the mobile device, an
original current location of the mobile device associated
with a user traveling along a travel route between an
originating point and a destination;

send a first search query comprising the original current

location;

identify a first search result, in response to the first search

query, within a travel proximity of the original current
location, wherein the first search result comprises a first
entry and a second entry;

determine an updated current location of the mobile device

resulting from a speed and a direction of travel of the
mobile device;

based on the updated current location differing from the

original current location by more than a threshold
amount, send a second search query comprising the
updated current location;

identify a second search result, in response to the second

search query, within a travel proximity of the updated
current location, wherein the second search result com-
prises the first entry and a third entry, the first entry
persisting from the first search result; and

enable presentation of the second search result to the user.

14. The mobile device of claim 13, wherein the first search
result and the second search result are identified based on a
point of interest to the user.

15. The mobile device of claim 13, wherein the first search
result and the second search result are identified based on a
travel objective of the user.

16. The mobile device of claim 15, wherein the travel
objective of the user is to ensure the first search result and the
second search result are within a predetermined amount of
time or distance from the originating point.

17. The mobile device of claim 13, further comprising
identifying a speed and direction of the mobile device.

18. The mobile device of claim 17, wherein identifying a
speed and direction of the mobile device is accomplished
either continuously along the travel route, or at predetermined
intervals along the travel route.

19. The mobile device of claim 13, wherein the second
search result is displayed for the user on a graphical user
interface.

20. The mobile device of claim 19, wherein the graphical
user interface is configured to allow for further user input.
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